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Dimensions
Fy \F}
215:20
heat shrinking sleeve
hﬂus'_m] 3-wire cable unscreened
CuZn3sPb3 \I TPE, black
(A loge | article no
I e .
52.5¢1 Lo )
/Bending of the cable directly after
707201 the heat shrinking sleeve is not permitted
75.7¢1 3 position AMP-Superseal housing 0-0282105-1 lclack]/
3x single wire sealing 0-0781534-4 {green}
Ix Mini Mic contact 0-282404 -1 (brass, tin
max B9 5
Supply voltage 45V —-24VDC | Supply Current Max. 5 mA | Output Open collector
-40 °C to +130 °C
Frequency 0 — 7500 Hz Working distance <2mm Temperature range t1
(150 °C/ 1 h)
) IP65 (with fitting | Maximum fastening Min. radius cable
Protection class female torque 50 Nm bendin 25 mm
connector) q 9
Connector See drawing Output current <20 mA Shaft length 70.7+0.1 mm
Mounting hole M18 X 1.5
Connector Output Signal
pin 1 oot
+VLC
valley mechanical profile
pin 2
Slg n al Output
HIGH output signal
Output
pin 3 —
qnd ‘

Technical status acc. to specification

General Note This datasheet does not give any information on product availability. The information given is just meant to describe the
product and is not to be considered as guaranteed characteristics in the legal sense. All products are subject to design changes in the interest

of further technical development. Copyright: KYOCERA AVX Components (Werne) GmbH (GER)
www.kyocera-avx.com
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